
Specifiche e Opzioni 
• Colonna erogazione per acqua a temperatura 

ambiente, acqua refrigerata, acqua refrigerata 
gassata

• Sistema di erogazione con predosaggio 
programmabile 2 volumi (small/large) per tutte le 
selezioni

• 2 punti di erogazione utilizzabili anche 
simultaneamente

• Scritta e testi personalizzabili, possibilità di 
scegliere fra quattro lingue (italiano, inglese, 
spagnolo, tedesco)

• Segnalazioni preimpostabili per cambio filtro e 
mancanza acqua

• Collegabile a qualsiasi impianto meccanico di 
refrigerazione sottolavello 

• Colonna in acciaio inox 

Specs and Options
• Room temperature, cold,cold sparkling dispensing 

font
• Dispensing system with volume dosage: 2 

volumes (small/large) on all 3 selections
• Simultaneous dispensing 
• Labels and text settings can be personalized and 

are available in four language (Italian, English, 
Spanish, German)

• Possibility to set up alarms for filter replacement 
and water supply interruption

• Connectable to any mechanic under counter 
cooling system and to any filtration system 

• Stainless steel

Codice
Code

Descrizione
Description

Colonna
Tower

Rubinetto
Tap

Punti di 
erogazione 
Dispensing 
points 

N° Vie 
N° of coils 

Filetto
Thread 
size

Connessoni 
Connections

SS016
227 Eden NG Acciaio Inox 

Stainless steel - 2 3 - ø 8 mm

180

35
2 33

0
10

7

100 455

115

Elettrovalvole 24 V.A.C.
Solenoid valve 24 V.A.C.

220V 230V
50Hz
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